1/9 




2/9 



FIG. 2 



401 



402 



ROM 



PRINTER 
CPU 



405 



A 



407^ 
TEMPERATURE , 
SENSOR 



MOTOR 
DRIVER 



403 



RAM 



406 



PRINTER 
CONTROLLER 



405 



MOTOR 
DRIVER 



TO HOST 



404 



PRINTHEAD 



3/9 




5/9 



m 
o 



y 

o 

G 

m 



< 

to 



(5 




6/9 




7/9 



c 



START DECELERATION CONTROL S701 



FIG. 7 



Tx = 0 



-S702 



OBTAIN CURRENT POSITIONAL 
INFORMATION Px FROM ENCODER 



8703 




Vy = VSTOP 



Vy = V2 



.S710 



Vy = (V1 - V2)(2-Tx - S-jyJx^ / T + V1 



ADDITIONAL-VALUE PID 
CONTROL BY USING 
Vy AS VELOCITY COMMAND VALUE 



-S711 



WAIT FOR 1 msec ^S712 



Tx = Tx + 1 



-S713 



8/9 




9/9 



o 

d 

in 
m 



m 



o o 

O H- 

Zi X 

UJ LU 

> CO - 



=5 O ^ =3 

o _i go o 

O LU O 



/ / 



